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SurePower 
Metered 
Transfer 
Switch 

METERED FAIL SAFE POWER  

The SurePower MTS is a metered fail safe power source displaying the total  
current draw. The unit is fed by 2 x 230V AC inputs supporting up to 8 connected  
devices. If the primary power source (INPUT A) fails the SurePower MTS  
automatically switches to the secondary power source (INPUT B) effectively  
giving dual redundant power to single power supplied devices.  

TECHNICAL 

Temperature  
Optional internal 
temperature sensor 

AC Inputs 
2 x IEC-C20 16Amp  
Male connectors 

AC Outputs 
8 x IEC-C13 Female connectors  
10 Amps max. per output 

Total max. current output rating  
for all combined connected  
devices - 16 Amps 

Input and output powercord  
options available on request 

PHYSICAL DATA 

Size 
Standard 19” rack mountable 
1U high x 235mm deep  

Weight 
3.3kg 

ENVIRONMENTAL LIMITS 

Storage   0 –70ºc  

Operating   0 – 40ºc. 

Rel. Humidity   up to 95%  
non- condensing  

Altitude   –50 to 3000 Metres 

 FEATURES 

·  Total Current through-put meter  

·  Front panel mounted 16A circuit breaker 

·  Indicators display the status of A and B Power inputs  
and show which is active 

·  Free-standing or 19” rack mountable 
·  Single phase 

·  Input cable retaining brackets 

·  Output cable support bracket 

·  EN60950-1:2001/A11:2004 Safety Approved  

·  CE marked 

·  Rear panel earth stud for connection to system 
earth if required 

Our policy is one of continuous improvement. We reserve the right to change specifications without notice. 

MADE IN THE UK 


